
5-quart IP-LUX50 5-quart IP-DUO50
6-quart IP LUX60 6-quart IP-DUO60 6-quart Smart-60 

8-quart IP-DUO80
Microprocessor 

Controlled 
Programs
Memorize 
Previous 
Settings
Delayed 
Cooking
10 Safety 

Mechanisms

Sauté

3-ply Bottom 
Stainless Steel 
Cooking Pot

Lid Fin Holders 
on Base

No

Condensation 
Collector and 

Cord Rack
No

Yogurt Function NO

Built-in Smart 
Programs

10

LED Display 4 digits

Sensors
Thermometer, single 
pressure sensor, lid 

position sensor

Pressure 
Cooking

Single Pressure 
settings:                  

High -10.2 ~ 11.6psi 
(70 ~ 80kpa).                                

Up to 240 minutes

Yes

14

Yes

Yes

Dual pressure settings:                                              
High 10.2 ~ 11.6psi (70 ~ 80kPa)                               
Low 5.8 ~7.2 psi (40 ~ 50kpa).                                    

Up to 240 minutes.

30 minutes at 3 temperature settings

Thermometer, double pressure sensor, lid 
position sensor

Up to 24 hours

Yes

4 digits, ~30% larger than IP-Lux models

18/8 food grade 304 stainless steel inner pot

Yes

Yes

http://amzn.to/2eCeoLF
http://amzn.to/2gfWC2n
http://amzn.to/2edxLLF
http://amzn.to/2eeKb7f
http://amzn.to/2eCeqDv
http://amzn.to/2dHk9Jo


Slow Cooker            
.5 ~ 20 hours

Keep-Warm     
63 ~ 78°C          

(145 ~ 172°F)

 Up to 10 hours on 
automatic keep 

warm                                                   
Up to 99 hours 50 

minutes on manual 
keep warm                     

3 temperature 
settings

Anti-Block 
Shield

Single shield on steam 
release vent

Capacity and 
Heating 

Element Power

IP-LUX50:                 
5qt inner pot and 

900W heating 
element                        

IP-LUX60:                 
6qt inner pot and 
1000W heating 

element

IP-DUO50:                      
5qt inner pot and 

900W heating 
element                      

IP-DUO60:                    
6qt inner pot and 
1000W heating 

element                         
IP-DUO80:                    

8qt inner pot and 
1200W heating 

element                       

6qt inner pot and 
1000W heating 

element 

Bluetooth®    
Smart 

compliant      
(Bluetooth® 4.0)

Yes

This information was compiled from instantpot.com by Sisters Under Pressure.                          
www.sistersunderpressure.com

No

 Up to 10 hours on automatic keep warm                                                   
Up to 99 hours 50 minutes on manual keep 

warm

Less mode:                                                                                            
88-94°C/190~201°F (Low in a common slow cooker)

Normal mode:                                                                        
90~96°C/194~205°F (Medium in a common slow cooker)

More mode:                                                                         
93~99°C/199~210°F (High in a common slow cooker)

Double shield on float valve and steam 
release vent


